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LUMINAIRE

CODE DESCRIPTION POWER LUMEN COLOR TEMPERATURE

LL2023.671 D-Light 1 Milestone® 35W 3500lm - 4000lm 3000K / 4000K

LL2023.672 D-Light 2 Milestone® 70W 7000lm - 8000lm 3000K / 4000K 

LL2023.673 D-Light 3 Milestone® 105W 10500lm - 12000lm 3000K / 4000K 
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1*ML

Road Class (acc. to EN13201)S1 S2 S3 S4 S5 S6 ME1 ME2 ME3 ME4 ME5 ME6

Pole Heights 6m 6m

Distance Between Poles <20m <27m <37m <42m <29m <33m

2*ML

Road Class (acc. to EN13201)S1 S2 S3 S4 S5 S6 ME1 ME2 ME3 ME4 ME5 ME6

Pole Heights 6m 6m

Distance Between Poles <25m <33m <42m <25m <29m <35m

3*ML

Road Class (acc. to EN13201)S1 S2 S3 S4 S5 S6 ME1 ME2 ME3 ME4 ME5 ME6

Pole Heights 6m 8m

Distance Between Poles <25m <33m <42m <25m <33m <37m

POLES

CODE DESCRIPTION H1 H2 D1 D2 ANCHORAGE FLANGE COVERCUT-OUT

PAFK.055.050 Aluminum Conical Pole Flanged 5000 - Ø60 Ø122 90BJ004 C1D2B 51

PABK.055.050 Aluminum Conical Pole Buried 5000 800 Ø60 Ø122 - - 51

PAFK.013.060 Aluminum Conical Pole Flanged 6000 - Ø60 Ø122 90BJ004 C1D2B 51

PABK.013.060 Aluminum Conical Pole Buried 6000 1000 Ø60 Ø122 - - 51

PAFK.050.060 Aluminum Conical Pole Flanged 6000 - Ø60 Ø148 90CJ005 C1F2C 51

PABK.050.060 Aluminum Conical Pole Buried 6000 1000 Ø60 Ø148 - - 51

PAFK.096.080 Aluminum Conical Pole Flanged 8000 - Ø60 Ø165 90CJ006 C1G2C 51

PABK.096.080 Aluminum Conical Pole Buried 8000 1200 Ø60 Ø165 - - 51Easy maintenance

Surge protection Aerodynamic design 
against wind load

Auto switch off

Adjustable bracket 
tilt angle between ±15°

Special lock to 
open the �xture 

without tool
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